
+34 93 451 78 30

+34 93 323 75 88

www.percon.es

@perconbroadcast

Diputació 203, Bajos

08011 Barcelona · Spain

NEWS

KEYSTONE 19” 1RU 24 PORTS CONNECTION PANEL

The Keystone connection panel is a loaded panel designed to be used with the Advance Installation System. It includes the A1+ 
connector, specifically designed to face the challenges of 10Gb/s transmission. The A1+ panels are available in high-density options 
such as 24 ports in 1RU, although the excellent performance of the A1+ has enabled Percon to offer an ultra-high density option. 
All the performance features, including NEXT, FEXT, insertion loss and return loss guarantee the quality of the transmission up to 
625MHz. KEYSTONE robust modular metal panels provide flexible, versatile and hig-density termination solutions for data centres 
and telecommunication romos. Connector with frontal protective cover included.

Specifications
Attribute Value
Cat. LAN Cat 5e, Cat 6e, Cat 6A, Cat 8
Nº of ports 24
Rack Height 1RU
Height 44.45 mm
Width 482.6 mm
Depth 33.02 mm
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LC MULTIMODE DUPLEX LC DUPLEX SINGLE MODE SC SIMPLEX MULTIMODE

SC SIMPLEX SINGLE-MODE HDMI A FEMALE-FEMALE USB FEMALE-FEMALE TYPE A-A

USB FEMALE-FEMALE TYPE A-B
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CAT. 6A STP FEMALE TO CABLE ADAPTER
 (AWG 23-26)

4031-I
CAT. 6A STP FEMALE-FEMALE ADAPTER


